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Serviced only byPHOTOS ACTUAL A9 / A9BL PHOTOS ACTUAL SIZE

Tru-Seal® Terminals and Connectors (3-Piece Design)LP259 / LP259BL

Butt Connector 
22–18 Ga.

Ring Tongue 
16–14 Ga. 
8–10 Stud

Ring Tongue 
12–10 Ga. 
5/16 Stud

Female Quick Slide 
Fully Insulated 

16–14 Ga. 
.250 Tab Width

Butt Connector 
16–14 Ga.

Ring Tongue 
16–14 Ga. 
1/4 Stud

Spade 
16–14 Ga. 
8–10 Stud

Male Quick Slide 
Fully Insulated 

12–10 Ga. 
.250 Tab Width

Butt Connector 
12–10 Ga.

Ring Tongue 
16–14 Ga. 
5/16 Stud

Male Quick Slide 
Fully Insulated 

22–18 Ga. 
.250 Tab Width

Female Quick Slide 
Fully Insulated 

12–10 Ga. 
.250 Tab Width

Ring Tongue 
22–18 Ga. 
8–10 Stud

Ring Tongue 
12–10 Ga. 
8–10 Stud

Female Quick Slide 
Fully Insulated 

22–18 Ga. 
.250 Tab Width

Male Snap Plug 
16–14 Ga. 

.157 Snap Dia.

Ring Tongue 
22–18 Ga. 
5–6 Stud

Ring Tongue 
12–10 Ga.
1/4 Stud

Male Quick Slide 
Fully Insulated 

16–14 Ga. 
.250 Tab Width

Female Snap Receptacle 
16–14 Ga. 

.157 Snap Dia.
Q.C. Crimping Tool
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