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Serviced only byPHOTOS ACTUAL SIZE

Nylon-Insulated Terminals, 12–10 Ga. and Heavy-Duty 16–12 Ga.

A20 / A20BL

LP391 / LP391BL

Ring Tongue 
12–10 Ga. 
3/8 Stud

25279
*25279*

Ring Tongue 
Oversized Width 

12–10 Ga. 
1/4 Stud

25277
*25277*

Ring Tongue 
12–10 Ga. 

No. 10 Stud

25275
*25275*

Ring Tongue 
Oversized Width 

12–10 Ga. 
No. 6 Stud

5940
*5940*

Ring Tongue 
12–10 Ga. 
1/2 Stud

25280
*25280*

Ring Tongue 
12–10 Ga. 
5/16 Stud

25278
*25278*

Ring Tongue 
12–10 Ga. 
1/4 Stud

25276
*25276*

Ring Tongue 
12–10 Ga. 
No. 6 Stud

25274
*25274*

Snap Spade 
12–10 Ga. 
1/4 Stud

82946
*82946*

Snap Spade 
12–10 Ga. 

No. 10 Stud

82945
*82945*

Snap Spade 
12–10 Ga. 
No. 8 Stud

93071
*93071*

Snap Spade 
12–10 Ga. 
No. 6 Stud

93070
*93070*

Male Quick Slide 
Fully Insulated 

12–10 Ga. 
.250 Tab Width

86051
*86051*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 
7/16 Stud

82954
*82954*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 
1/4 Stud

5936
*5936*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 
No. 8 Stud

82953
*82953*

Female Quick Slide 
Fully Insulated 

12–10 Ga. 
.250 Tab Width

86063
*86063*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 
1/2 Stud

5938
*5938*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 
3/8 Stud

5937
*5937*

Ring Tongue 
Heavy-Duty 
16–12 Ga. 

No. 10 Stud

5935
*5935*

Superbutt Connector

94729
*94729*


