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Snap Fasteners and Turn Fasteners

A7

LP459

Brass Cap with Black Polycap 
(Use with Socket No. 97153)

97151
*97151*

3/8 Stainless Steel Screw Stud 
(Use with Eyelet No. 97155)

97157
*97157*

Stud 
(Use with Eyelet No. 97155)

97154
*97154*

Four Prong Eyelet 
(Use with Turn Fasteners) 

97158 (Part A) 
*97158*

Single Stud Turn Fastener 
with Two-Screw Base

97159
*97159*

Standard Nickel-Plated Cap 
(Use with Socket No. 97153)

97152
*97152*

Eyelet 
(Use with Stud No. 97154)

97155
*97155*

Washer 
(Use with Turn Fasteners)

97158 (Part B)
*97158*

Single Stud Turn Fastener 
with No. 7 Dia. Screw, Nickel-Plated

97160
*97160*

Socket 
(Use with Cap Nos. 97151 or 97152)

97153
*97153*

Compartment holds 
Setting Punch and 
Reversible Die Set 

No. 97156 (not included). 
Assembles Cap and Socket 

for female connection 
or Stud and Eyelet 

for male connection. 

Compartment Holds 
Cutting Punch Tool No. 22511 

(not included) 
for punching holes in canvas when  
using four prong eyelet and washer.


