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3/16" UltraCon® Masonry Anchors

PHOTOS ACTUAL SIZEA12 / A12BL

Phillips Flat Head 
3/16 x 3-3/4 

(Use 96936 Drill Bit)

Phillips Flat Head 
3/16 x 2-3/4 

(Use 96935 Drill Bit)

Hex Washer Head 
3/16 x 2-3/4 

(Use 96935 Drill Bit)

Phillips Flat Head 
3/16 x 2-1/4 

(Use 96935 Drill Bit)

Phillips Flat Head 
3/16 x 3-1/4 

(Use 96936 Drill Bit)

Hex Washer Head 
3/16 x 2-1/4 

(Use 96935 Drill Bit)

96925 96923 96909

96922

96924 96908

*96925* *96923* *96909*

*96922*

*96924* *96908*

5/32 x 4-1/2 Drill Bit
96935

*96935*

5/32 x 5-1/2 Drill Bit
96936

*96936*

5/32 x 3-1/2 Drill Bit
96934

*96934*
Phillips Flat Head 

3/16 x 1-3/4 
(Use 96934 Drill Bit)

96921
*96921*

Phillips Flat Head 
3/16 x 1-1/4 

(Use 96934 Drill Bit)

96920
*96920*

Hex Washer Head 
3/16 x 1-3/4 

(Use 96934 Drill Bit)

96907
*96907*

96912
*96912*

Hex Washer Head 
3/16 x 4 

(Use 96934 Drill Bit)

LP469 / LP469BL

96910
*96910*

Hex Washer Head 
3/16 x 3-1/4 

(Use 96936 Drill Bit)

96906
*96906*

Hex Washer Head 
3/16 x 1-1/4 

(Use 96934 Drill Bit)

Photos Not 
Actual Size


